APPENDIX 4: CATALOGUE OF SLING SHOTS

A.4.1 1999 excavation

- A complete reduced fired clay sling shot. L: 34mm; Diam: 31mm; W: 25g. Unstratified (Illus 9:1).
- A slightly damaged fired clay sling shot, core reduced, surfaces oxidised. Diam: 30mm; W: 25g. Unstratified.
- A slightly damaged fired clay sling shot, core reduced, surfaces oxidised. L: 34mm; Diam: 27mm; W: 15g. Unstratified (Illus 9:3).
- A slightly damaged fired clay sling shot, core reduced, surfaces oxidised. L: 34mm; Diam: 27mm; W: 15g. Unstratified (Illus 9:3).
- A slightly damaged fired clay sling shot, core reduced, surfaces oxidised. L: 34mm; Diam: 27mm; W: 15g. Unstratified (Illus 9:3).
- A slightly damaged fired clay sling shot, core reduced, surfaces oxidised. L: 34mm; Diam: 27mm; W: 15g. Unstratified (Illus 9:3).

A.4.2 2008 excavation

- About two-thirds of a fired clay sling shot, core reduced, surfaces oxidised. L: 32mm; Diam: 28mm. Unstratified.
- About half of a fired clay sling shot, core reduced, surfaces oxidised. L: 33mm; Diam: 30mm. Unstratified.
- About half of a fired clay sling shot, core reduced, surfaces oxidised. L: 36mm; Diam: 29mm. Unstratified.
- A complete biconical sling shot, surfaces oxidised. L: 41mm; Diam: 26mm; W: 20g. C010, upper fill of foundation trench 006, Building 5.
- A complete biconical sling shot of much more squat circular form than the others, surfaces oxidised. L: 29mm; Diam: 34mm; W: 39g. C005, layer overlying Building 5.